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20 HR 5 HR Min @ Min @ Weight Pal let
Type rate rate 75 Amps 25 Amps Length Width Height lbs. QTY

US 1800 XC 208 157 107 392 10-1/4 (260) 7-1/8 (181) 11-1/4 (286) 56 48

US 2000 XC 216 172 114 445 10-1/4 (260) 7-1/8 (181) 11-1/4 (286) 59 48

US 2200 XC 232 181 122 474 10-1/4 (260) 7-1/8 (181) 11-1/4 (286) 63 48

US 125 XC 242 198 140 517 10-1/4 (260) 7-1/8 (181) 11-1/4 (286) 67 48

US 145 XC 251 216 154 562 10-1/4 (260) 7-1/8 (181) 11-7/8 (302) 70 48

US 250 XC 255 217 159 570 11-5/8 (295) 7-1/8 (181) 11-5/8 (295) 72 36

US 250HC XC 280 239 178 635 11-5/8 (295) 7-1/8 (181) 11-5/8 (295) 78 36

US 250E XC 225 195 140 505 11-5/8 (295) 7-1/8 (181) 11-5/8 (295) 64 36

US 305 XC 310 253 185 715 11-7/8 (302) 7-1/8 (181) 14-5/8 (371) 87 18

US 305HC XC 340 283 215 790 11-7/8 (302) 7-1/8 (181) 14-5/8 (371) 96 18

US 305E XC 290 245 182 660 11-7/8 (302) 7-1/8 (181) 14-5/8 (371) 85 18

L16 XC 380 296 225 855 11-7/8 (302) 7-1/8 (181) 16-3/4 (425) 111 18

L16HC XC 420 322 250 940 11-7/8 (302) 7-1/8 (181) 16-3/4 (425) 117 18

L16E XC 360 270 198 795 11-7/8 (302) 7-1/8 (181) 16-3/4 (425) 104 18

US 12VXC 155 122 77 292 13-1/8 (333) 7-1/16 (179) 11-3/8 (289) 90 36

US 185 XC 200 158 106 398 15-5/8 (397) 7-1/16 (179) 14-7/8 (378) 109 14

US 185HC XC 220 172 117 443 15-5/8 (397) 7-1/16 (179) 14-7/8 (378) 120 14

US 185E XC 185 133 93 321 15-5/8 (397) 7-1/16 (179) 14-7/8 (378) 102 14

US 27DC XC 105 90 42 205 12-3/4 (324) 6-3/4 (171) 9-3/4 (248) 58.6 54

US 31DCXC 130 99 49 225 13 (330) 6-3/4 (171) 9-3/4 (248) 65.5 54

24-775 CCA @ 730 N/A N/A 120 10-1/4 (260 6-   13/16 (173) 9 (229) 43 72

12 Volt Deep Cycle

12 Volt Starting 

6 Volt Deep Cycle

TM

20 HR 5 HR Min @ Min @ Min @ CCA@ 00 F CA@ 32 0 F
Type rate rate 75 Amps 56 Amps 25 Amps -180 C 0 0 C Length Width Height

US AGM 2000 210 185 120 182 450 710 855 10.24” (260mm) 7.09” (180mm) 10.79” (274mm)

US AGM 250 260 226 149 228 572 745 895 11.61” (295mm) 7.09” (180mm) 11.73” (298mm)

US AGM 305 312 271 208 295 736 720 865 11.61” (295mm) 7.09” (180mm) 14.41” (366mm)

US AGM L16 390 331 255 374 915 730 875 11.61” (295mm) 7.09” (180mm) 16.85” (428mm)

US AGM 185 234 198 125 191 518 775 930 15.24” (387mm) 7.09” (180mm) 14.49” (368mm)

US AGM 31 100 N/A 52 N/A 190 800 960 13.00” (330mm) 6.85” (174mm) 9.37” (238mm)

6 Volt Sealed AGM

12 Volt Sealed AGM

fly_7a_09


